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Ultra Wide Dynamic Range Dome Camera 
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MENU�OPERATION
·
·

·

·

To enter the Setup Menu: press the control button
To select function in Setup Menu: push the control button upward or 
downward then press the control button to enter the submenu
To adjust submenu settings: push the control button upward or 
downward to select function and push the control button to the left or 
right to adjust setting
To return to the Setup Menu: Select [RETURN] and press the control 
button

02EXPOSURE

DAY/NIGHT

03PICT�ADJUST

Specif ications
04WHITE�BAL

07DNR

05WDR 06HLC/BLC

09DZOOM/DIS 10PRIVACY

11MOTION�DETBRIGHTNESS

FLICKERLESS
AGC
SENS-UP

0-255
1/60(1/50), 1/100(1/120), 1/250, 
1/500, 1/1K, 1/2K, 1/4K, 1/10K   
ON / OFF
0-255
OFF, AUTOx2 ~ AUTOx512

SHUTTER

DAY/NIGHT 
AUTO
DELAYCNT 
DAY -> NIGHT
NIGHT -> DAY
B/W
BURST
SMART IR
CDS
DELAYCNT
DAY--->NIGHT
NIGHT-->DAY

AUTO / COLOR / B/W / EXT1 / EXT2 / CDS

0-255
0-255
0-255

ON / OFF
ON / OFF

0-255
0-255
0-255

RATIO
PAN
TILT

0-255
0-255
0-255

AREASEL
MODE
POSITION

TRANSP
MOSAIC

COLOR

SENSITIVITY
BLOCKDISP
DETECTAREA
MONITORAREA
AREASEL
MODE
TOP
BOTTOM
LEFT
RIGHT

0-127
ON / OFF

1/4 ~ 4/4
ON / OFF
0-15
0-15
0-23
0-23　

ON / OFF
0-255
0-255
ON /OFF

HLC
CLIPLEVEL
SCALE  
BLC

MIRROR
CONTRAST
SHARPNESS
HUE
AREA
RYHUE
BYHUE
GAIN
AREA
RYGAIN
BYGAIN

ON / OFF
0-255
0-255
　
1-4
0-255
0-255
　
1-4
0-255
0-255

ATW
SPEED
DELAYCNT
ATW FRAME
ENVIRONMENT
USER1 WB / USER2 WB
B-GAIN
R-GAIN
MANUAL WB
LEVEL

ATW/PUSH/USER1/USER2/ANTI CR/
MANUAL/PUSH LOCK 
　
0-255
0-255
X0.50, X1.00, X1.50, X2.0 
INDOOR / OUTDOOR
　
0-255
0-255
　
10-45

WHITE BAL

WDR ON /OFF

LEVEL
OFF / LOW / MIDLOW / MID / 
MIDHIGH / HIGH   

Model BVO228W

12CAMERA�SET
TITLE
SYNC
COMMUNICATION
CAMERAID 

PROTOCOL

ON / OFF
INT
　
0-255
2400, 4800, 9600, 14400, 19200, 
38400, 57600, 115200 
PELCO-D

BAUDRATE

1/15 ~ 15/15
ON / OFF
　
BLACK / RED /GREEN / BLUE / YELLOW / 
CYAN / MAGENTA / WHITE
0/0.5/0.75/1.0
ON / OFF

 Please only connect the camera to a DC 10V - 40V or AC 7V - 40V regulated power supply.
Over the maximum DC 10V - 40V or AC 7V - 40V power input range will damage the video output connector 
(VIDEO OUT)

 

CCAAUUTTIIOONN
RRIISSKK  OOFF  EELLEECCTTRRIICC  SSHHOOCCKK  

To reduce the risk of electric shock, do not expose this apparatus to rain or moisture.  
Only operate this apparatus from the type of power source indicated on the label.  
The company shall not be liable for any damages arising out of any improper use,

 even if we have been 

advised of the possibility of such damages.

Caution:

Video Standard
Image Sensor
Total Picture Elements
Effective Picture Elements
Synchronizing System
Horizontal Resolution
Minimum Illumination

Video S / N Ratio
OSD Languages
Day / Night Mode
ATW
High Speed Shutter
Wide Dynamic Range
AGC
IR-Cut Filter
Iris
DNR
Sens-up
Smart IR
White Balance
Camera ID
Motion Detection
Privacy Masking
Miscellaneous Functions
Video Output
Fast Connection
Lens
Power Input
Power Consumption
Operating Temperature
Operating Humidity
Shell Material
Dimensions (mm)
Gross Weight (g)

NTSC                                                  PAL
1/3" SONY Super HAD CCD II

1028(H) X 508(V)                               1028(H) X 596(V)
976(H) X 494(V)                                  976(H) X 582(V)

Internal, AC Line Lock
700 TVL

Color: 0.1 Lux@F1.2(50IRE) / 0.02 Lux@F1.2(15IRE)   
B/W: 0.08Lux@F1.2(50IRE) / 0.002Lux@F1.2(15IRE)  

52dB
Multi-language

Auto (INT or EXT) / Color / BW   
1,800 ~ 10,500K   

1/60(1/50) ~ 1/10K /sec
OFF / LOW / MIDDLE / HIGH   

Level Setting
Built-in

DC Auto Iris / Manual Iris
3D (level setting)   

OFF / AUTO
ON / OFF

ATW / PUSH / USER1 / USER2 / ANTI CR / MANUAL / PUSH LOCK
ON / OFF (Letter A to Z, Numerals 0 to 9, Symbols)

4 Zones
15 Zones

BLC, HLC, DIS, E-zoom, Sharpness, Flip   
VBS 1.0V p-p (75ohm Terminated)

Built-in balun
Auto iris lens (2.8 - 12mm)

DC 10V ‐ 40V / AC 7V ‐ 40V
Less than 1.5W

‐10°C ~ +50°C
Less than 90%

Premium Plastic
139(Ø) X 108(H)

470

e Dynamic Range Dome Cam
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To enter the Setup Menu: press the control but
To select function in Setup Menu: push the con
downward then press the control button to en
To adjust submenu settings: push the control b
downward to select function and push the co
right to adjust setting
To return to the Setup Menu: Select [RETURN] a

VIDEO
POWER


